
BROOKFIELD WATER POLLUTION CONTROL AUTHORITY 

53A Commerce Road, Unit 1, Brookfield, CT 06804 

(203) 775-7319 – Fax (203) 775-2614 
 
 

APPLICATION FOR SEWER DISCONNECTION PERMIT 

COMMERCIAL 

 

DATE______________________________ 

OWNER’S NAME ____________________________________  PHONE _________________ 

APPLICANT’S NAME  _________________________________PHONE__________________ 

PROPERTY LOCATION(S)______________________________________________________ 

SIZE OF LOT(S) _______________________________________________________________ 

NO. OF SEPARATE COMMERCIAL UNITS _______________________________________ 

REASON FOR DISCONNECTION ___________________________________________________ 

_________________________________________________________________________________ 

FUTURE PLANS FOR EXISTING STRUCTURES ______________________________________ 

_________________________________________________________________________________ 

NAME/ADDRESS OF LICENSED CONTRACTOR______________________________________ 

PHONE # _____________________ _______________________________________ 

LICENSE # ____________________ _______________________________________ 

REQUIREMENTS:    

________ AS-BUILT PLAN SHOWING THE LOCATION(S) OF SEWER LATERAL(S) TO BE 

DISCONNECTED & THE PROPOSED METHODS OF DISCONNECTION & REMOVAL OF 

THE SEWER LATERAL, CLEAN-OUTS, AND PLUGGING OF THE SADDLE AND/OR 

LATERAL 

________ APPLICATION FEE:  $400.00  DATE PAID _______________  CK #___________ 
 

 

OWNER’S SIGNATURE _________________________________  DATE __________________ 

W.P.C.A. APPROVAL ____________________________________DATE __________________ 

 

PLEASE NOTE:  SEWER DISCONNECTION(S) MUST BE DONE PRIOR TO DEMOLITION OF  

ANY BUILDING.   SEE NEXT PAGE FOR REGULATION PERTAINING TO DISCONNECTION. 

 



 

1.1.7 APPLICATION FOR DISCONNECTION OF EXISTING SEWER 

SERVICE 

 

 1.1.7.1   Application. A property owner planning to disconnect the existing sewer 

lateral on their property must submit an application for approval of the sewer disconnection and 

to have the disconnection inspected.  The application shall include reasons for disconnection 

together with an explanation of the disposition/future plans for existing structures. 

 1.1.7.2   As-Built Site Plan. The property owner applying for such disconnection 

shall submit an as-built plan showing the location or locations of sewer laterals to be 

disconnected and the proposed methods of disconnecting and removal of the sewer lateral, clean-

outs, and plugging of the saddle and or lateral.  

 1.1.7.3   Fees and Costs. The owner shall pay all appropriate application fees and 

costs for inspection, legal and engineering services and reviews. 

 

 


